
An industrial-duty, rechargeable lantern producing a bright spot beam up to 469 meters, 
and featuring 2 blue taillights. Optional direct wire vehicle mount system available.
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E-SPOT® FIREBOX®

RECHARGEABLE FLOOD BEAM LANTERN

Cushioned grip handle

Two levels of lighting:
– High: 540 lumens; 469m beam distance; runs 7 hours
– Low: 330 lumens; 358m beam distance; runs 15 hours

11.5 in. (29.21 cm); 7 lbs (3583.38g)

Standard System – Two user programmable ultra-bright blue tail-light LEDs. 
Available in international safety orange: includes shoulder strap; AC and DC 
charge cords and charge rack.

Vehicle Mount System – Two user programmable ultra-bright blue tail-light LEDs. 
Available in international safety orange: includes shoulder strap and vehicle-
mountable hard-wire charge rack.

3 LEDs within deep dish parabolic reflectors produce a large spot pattern;  
optimized electronics provide regulated intensity

IPX4 rated for water-resistant

Rack meets requirements of NFPA 1901-14.1.11.2 (2016) mounted in any position

Limited Lifetime Warranty
Visit streamlight.com for full warranty information

#45861 - E-Spot FireBox with 120V AC/12V DC - Orange
#45862 - E-Spot FireBox with 230V AC/12V DC - Orange
#45863 - E-Spot FireBox with 240V AC/12V DC - Orange
#45865 - E-Spot FireBox Vehicle Mount System - Orange
#45882 - E-Spot FireBox (without charger) - Orange

Toggle switch

Zero-maintenance 6V, 12Ah  
sealed lead acid battery

Ruberized lens ring

Ruberized impact bumper

High impact ABS  
thermoplastic housing

Re-enforced D-rings

Three LEDs 
Impervious to shock with a 

50,000 hour lifetime

Dual rear LEDs ensure you are seen 
whether you are coming or going


