
The ProTac 90 is an EDC light with a twist. It features a right-angle head that gives extra 
lighting capability for those with multiple lighting needs. Carry in your hand or attach to 

your MOLLE, belts, harnesses and other gear for hands-free use. 

TEN-TAP® Programming: Choice of three operating modes:
 1.) high/strobe/low; 2.) high only; 3.) low/high

CR123A output
 – High: 300 lumens; 5,400 candela; 147m beam; runs 1.75 hours 
 – Low: 40 lumens; 700 candela; 53m beam; runs 14 hours
 – Strobe: runs 2.5 hours

AA alkaline/lithium output
 – High: 125 lumens; 2,150 candela; 93m beam; runs 2.75 hours (alk); 5.5 hours (lith)
 – Low: 40 lumens; 700 candela; 53m beam; runs 8.25 hours (alk); 15 hours (lith)
 – Strobe: runs 3.5 hours (alk); 8 hours (lith)

Regulated power output provides consistent performance

Durable anodized machined aircraft aluminum construction 
IPX7 waterproof to 1m for 30 minutes; 2m impact resistance tested

3.78” (9.6 cm); 2.8 oz (79g) with CR123A battery; 3.1 oz. (88g) AA alkaline; 
2.7 oz (77g) AA lithium

Limited Lifetime Warranty
Visit streamlight.com for full warranty information

#88087 - ProTac 90 - one CR123A lithium & one AA alkaline battery & nylon holster     - Clam
#88088 - ProTac 90 - one CR123A lithium & one AA alkaline battery & nylon holster     - Box
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PROTAC® 90
MULTI-FUEL RIGHT-ANGLE TACTICAL LIGHT

Multi-Fuel: One CR123A lithium battery (included) 
or AA alkaline battery (included); 
also accepts AA lithium battery

Removable pocket clip
Attach to MOLLE, harnesses, etc.

TEN-TAP® Programmable switch  
for user selectable operation

Impact-resistant 
borofloat glass lens

Specialized optic produces 
a blended beam


