
1,000 lumens; 200m beam; runs 1.5 hours (LED only or LED/Laser);                   
runs 60 hours (Laser only) 
User enabled strobe function; runs 3 hours (strobe)

Custom optic produces a narrow beam with optimum peripheral illumination

Uses two CR123A lithium batteries (included)

Durable anodized machined aircraft aluminum construction 
IPX4; water-resistant

3.87” (9.82 cm); 4.62 oz. (131g) with batteries

Limited Lifetime Warranty
Visit streamlight.com for full warranty information

#69470 - TLR-10 FLEX – Includes HIGH SWITCH (mounted) and LOW SWITCH,  
               lithium batteries, and key kit – Black – Box

TLR-10®
LOW-PROFILE, RAIL-MOUNTED TACTICAL LIGHT 

WITH INTEGRATED RED LASER AND 
INTERCHANGEABLE REAR PADDLE SWITCHES

Rail clamp system securely attaches/detaches 
quickly and safely with no tools and without 

putting your hands in front of muzzle

Securely fits a broad range of guns
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 “Safe off” feature prevents accidental 
activation, saves batteries

Integrated 640-660nm red laser

Low SwitchHigh Switch Both Switches

Interchangeable paddle switches 
easy to swap out with multi-tool 

(included) 

Maximize your weapons platform with interchangeable paddle switches 
that allow you to customize your TLR-10 to your shooting style.


